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Safety transformers for halogen lamps. Class I
Transformadores de seguridad para lámparas halógenas. Clase I 

TR
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~ Transformers for built-in use.Indoor use only.
~ Class I electrical protection.
~ Safety transformers with separated windings.
~ Class F (155 °C) insulation.
~ Windings class H (180 °C).
~  The transformer rated output shall be selected according to the 

possibility of a ±10% voltage variation.
~  Under abnormal conditions the winding could reach up to  

180 °C.
~ There are vacuum impregnated in polyester resin.
~  Earth connection to be employed only to supply earth continuity to 

other devices.
~  It allows installation in dimensions up to      37 x 45 mm 

and ø 55 mm.
~ Available with screw connection (2,5 mm2).
~ Further types on request.

Packaging and weight pag. 195 and www.elt.es/productos/packaging_ELT.pdf
Instructions manual on www.elt.es/productos/inst_manual.html

~ Aislamientos clase F (155 °C).

teniendo en cuenta que en la alimentación puede haber variaciones 
del ±10%.

alcanzar hasta 180 °C.

~  Borne de tierra incorporado exclusivamente para dar continuidad de 
tierra a otros equipos.

~ Permite el montaje en espacios      37 x 45 mm y ø 55 mm.
~ Disponibles con clema de conexión por tornillo (2,5 mm2).
~ Otros tipos bajo demanda. 

Manual de instrucciones en www.elt.es/productos/manual_instrucciones.html
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TR 5/23-01-SC 8224700 50 230
Rated voltage / Nominal: 12
Without charge  / Vacío: 13,4
Incharge / Carga: 11,5

0,26 4,00

Fused protection 
(To incorporated)
Fusible externo 
(A incorporar)

0,25A-TL (TR 5)
0,5A-TL (TR 105)

65 40

TR 105/23-01-B 8224591 105 230
Rated voltage / Nominal: 12
Without charge  / Vacío: 13,4
Incharge / Carga: 11,5

0,53 8,00

Fused protection 
(To incorporated)
Fusible externo 
(A incorporar)

0,25A-TL (TR 5)
0,5A-TL (TR 105)

75 40 -
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01




